
SERIES Z NEW GENERATION WINDOW

SPECIFICATIONS:

The STV static dry glazing technology involves bonding the glass and sash profile using an 
adhesive tape designed specifically for building windows. Bonding the pane with the sash 
profile transfers the stiffness of the glass pane to the sash and makes the entire system 
more intrinsically stable.
The combination of STV technology and traditional steel stiffening elements permits the 
production of as yet unrivalled element sizes. Bonding the pane and sash enhances the 
anti-burglary protection. It is also, therefore, more difficult to force open the elements.

STV

We use a very high Quality EPDM to ensure that even after many years the EPDM rubber 
does not get damaged and retains it original shape.

 Long-lasting high insulation value  

 UV-resistant, ozone-resistant, weatherproof

 Elastic and impermeable at temperature ranges from -35 °C to +100 °C

 Certified to ISO 9001 (Quality), ISO 14001 (Environment) and OHSAS                               
                18001 (Health & Safety)

Their weatherproof properties and resistance to environmental influences means seals 
deliver top performance in the harshest of climates. Thanks to their long-lasting, elastic 
recovery properties, EPDM gaskets are chosen for application in top-of-the-range doors, 
windows and façades.
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Depth 70 mm

5 chambered sash 

5 chambered frame 

Up to 40mm isolation glass

Uw = 0.88 W/m  K
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SERIES Z
Technical specifications

 

activPilot fittings feature a surface refinement finish based on nanotechnology. This surface stands 
out due to its very high resistance to all environmental influences.
activPilot meets the requirements customers place on a secure fitting system. Locking bolts are 
made of highstrength steel; even standard types guarantee high effective security.
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In addition to the reinforcements in the profiles, we also install an additional 3 mm rail on the 
verticals of the sash, which prevents the deformation type "banana" caused by temperature 
expansions.

We use reinforcements make the windows & Doors very stable and therefore can take big wind 
loadsup. The reinforcement used (1,5 - 2,0 мм) thickness.

FINISHING COATING

WINKHAUS

REINFORCEMENTS

Black Smooth 2

RENOLIT 
EXOFOL FX

RAL 9016 Golden Oak Nussbaum Eiche Dunkel Grey Antracite Grey

Shefield Oak Light Natural Oak Mahagoni Ice Cream White Gale Grey Finesse

RAL 9005 RAL 8016 RAL 8028 RAL 7040 All RAL Colors

RAL TIGER 
COATING
AAMA 2605

ALUMINUM 
CAP


